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Delivering sustainable solutions in a more competitive world.  

More than 20 years of experience in industrial and chemical 
manufacturing facility decontamination and demolition.  Five 
years of offshore oil industry experience in the US, Europe, 
Africa, South America and the Middle East.  Emphasis over the 
years has been on managing and remediating facilities dealing 
with hazardous chemicals and substances on and offshore.  The 
majority of work has been performed in the industrial chemical 
processing industry, high technology industry and the oil 
industry.  Supports development, design, bidding and technical 
management of environmental-related remediation and 
demolition, dredging and platform installation and removal 
projects. 
 
Professional Affiliations & Registrations 
• National Association of Demolition Contractors 

Education 
• BS, West Point, NY 1976 
 
 

Key Projects 
 
Developed, designed, bid and managed technical performance 
of numerous moderate to large industrial facility 
decontamination and demolition projects including: 
• Phosphoric acid plant; 

• Dioxin-contaminated manufacturing facility (Superfund 
action); 

• Offshore, platform-mounted sulfur extraction facility;  

• Sulfuric acid production plant; 

• Organic dyestuff manufacturing facility; 

• Food-grade carboxymethyl cellulose manufacturing facility; 

• Industrial and utility fossil-fueled steam/power generating 
facilities;  

• Nitroglycerine, explosives and propellant manufacturing 
facility; 

• Ammonium Nitrate plant decontamination and demolition; 
and 

• Copper foil plant decontamination, demolition and 
remediation. 

 
The phosphoric acid plant converted elemental phosphorus into 
the acid product.  Elemental phosphorus, which self-ignites in 
air, existed in many of the lines and vessels that were 
decontaminated and demolished, necessitating design of 
innovative methods to safely remove the material.  Part of the 
project included removal of a large portion of phosphate salts 
for reuse at the client’s sister facility.   
 



Key Projects (cont.) 
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The dioxin project was conducted at a Superfund site at which 
Agent Orange defoliant was formerly manufactured. 
 
A safe method of decontaminating process equipment, 
structures and devices was developed to protect the health and 
safety of project personnel. 
 
The offshore mine involved the decontamination of sulfur 
recovery equipment and removal of all platform-level 
equipment and structural steel in preparation for creation of an 
artificial reef by others.  All activities occurred on the rig, on 
which heavy equipment, cranes and personnel housing were 
located.  All removed equipment and waste material was 
transferred to shore (southern Louisiana) by work boat. 
 
The sulfuric acid plant was an abandoned, contaminated facility 
near Houston that produced sulfuric acid by burning elemental 
sulfur.  The furnace, converter and both raw and finished 
product storage vessels were cleaned, decontaminated and 
demolished.  Asbestos materials were also removed.   
 
The offshore dredging project involved two miles of dredging 
the bottom the Atlantic Ocean, offshore Trinidad, to transition 
from sea bottom to land a 40-inch natural gas line.  Opening a 
trench from 80 feet of water to 0 feet, 40 feet wide, 8 feet deep, 
two miles long to bury the pipe in navigable water.  Designed 
and fabricated dredge barge in Louisiana and towed 2,200 miles 
to Trinidad.  Assisted in the beach pull and backfill of the 
trench.  Managed 20 divers placing 80,000 sandbags and 100 
scour mats to secure transition points. 
 
 Decontamination, waste management and demolition of a 
7,000-ton per month carbon disulfide plant.  Carbon disulfide 
self-ignites in air. 
 
Decontamination, waste management, recycling and demolition 
of a 10-acre basic resin manufacturing plant. 
 
Decontamination and dismantlement of 500, 1,000 and 2000-
pound bomb lines and all associated World War II 
manufacturing facility buildings to ground level. 
 

Installation of a 52-inch caisson, batter pile oil well platform 
structure offshore Venezuela.  Installation and driving of 
caisson from a barge to 320 feet below the ocean floor in 100-
foot water.  Installation of batter pile support structure and deck 
support structure. 
 
Decontamination and dismantlement of a transformer retrofit 
facility owned by a Fortune 10 company.  Management of 2,800 
tons of waste. 
 
Decontamination and demolition of a para-zylene plant on Saint 
Croix.  Managed 850 tons of waste, 6,200 tons of scrap steel and 
20,000 tons of waste concrete.  Waste and scrap steel were 
shipped off the island to the continental US. 
 
Decontamination and demolition of a tetra-ethyl lead 
distribution facility, 2,400-ton capacity, in the Caribbean. 
 
Twenty plus years experience in decontamination, demolition 
and remediation of industrial facilities worldwide. 


