ROCK BERM FOR PERIMETER STOCKPILE AREAS

Installation Details:

1. Locate the Berm at least 150 feet from the toe of Embankment, and Safety Area as shown.
2. Place the Berm at the rear of the embankment, adjacent to the embankment. Berm shall be located at least 150 feet from the toe of embankment and 3 feet from the embankment face.
3. Rip Rap Protection shall be a minimum of 12 feet wide and 8 feet high. Irrigation shall be provided to prevent erosion. Berm shall be a minimum of 8 feet wide and 3 feet thick.

CONSTRUCTION ENTRANCE

NURSERY państwowej

RIP RAP PROTECTION

NOTE TO SCALE

TEMPORARY SEDIMENT CONTROL FENCE

TEXAS CUSTODIAL TRUST
EAST 1-10 CATEGORY II/III
MATERIAL PLACEMENT
EL PASO, TEXAS

CIVIL DETAILS

SCALE: AS NOTED

Detailed features include:
- Rock Berm for Perimeter Stockpile Areas
- Construction Entrance
- Temporary Sediment Control Fence

All dimensions shown are approximate and should be verified on site.

The contractor shall be responsible for maintaining all temporary erosion control measures.

FEBRUARY 2016

GENERAL CONDITIONS

1. Each Berm shall be properly designed to prevent water from entering the embankment, and shall be installed in accordance with the specifications and drawings provided by the Architect.
2. Berm shall be a minimum of 8 feet wide and 3 feet thick.

CONSTRUCTION ENTRANCE

NOTE TO SCALE

All plans and specifications are subject to change without notice.