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"'“ I \ 1. SILT FENCE SHALL CONFORM TO CITY OF EL PASO, TEXAS.
) A 2. STEEL POSTS WHICH SUPPORT THE SILT FENCE SHALL BE
N % INSTALLED ON A SLIGHT ANGLE TOWARD THE ANTICIPATED RUNOFF
L% ) SOURCE. POST MUST BE EMBEDDED A MIN. OF ONE (1) FOOT.
3. THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A
L / SPADE OR MECHANICAL TRENCHER, SO THAT THE DOWNSLOPE FACE
L / OF THE TRENCH IS FLAT AND PERPENDICULAR TO THE LINE OF
“‘ / FLOW. WHERE FENCE CANNOT BE TRENCHED IN (E.G. PAVEMENT)

WEIGHT FABRIC FLAP WITH WASHED GRAVEL ON UPHILL SIDE TO
PREVENT FLOW UNDER FENCE.

4. THE TRENCH MUST BE A MINIMUM OF 6 INCHES DEEP AND 6
INCHES WIDE TO ALLOW FOR THE SILT FENCE FABRIC TO BE LAID
IN THE GROUND AND BACKFILLED WITH COMPACTED MATERIAL.

5. SILT FENCE SHALL BE SECURELY FASTENED TO EACH STEEL
SUPPORT POST OR TO WOVEN WIRE, WHICH IN TURN IS SECURELY
FASTENED TO THE STEEL FENCE POSTS.

6. INSPECTION SHALL BE MADE WEEKLY OR AFTER EACH RAINFALL
EVENT AND REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY
AS NEEDED.

7. SILT FENCE SHALL BE REMOVED WHEN THE SITE IS COMPLETELY
STABILIZED SO AS NOT TO BLOCK OR IMPEDE STORM FLOW OR
DRAINAGE.

8. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH
OF 6 INCHES. THE SILT SHALL BE DISPOSED OF IN AN APPROVED
SITE AND IN SUCH A MANNER AS TO NOT CONTRIBUTE TO
ADDITIONAL SILTATION.

9. ALL WORK SHALL BE PERFORMED OUTSIDE OF |-10 RIGHT OF WAY.
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mPLAN VIEW OF SILT FENCE INSTALLATION
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N _ Area Q (cfs)
8 Basin .
& Acres 2 -year 5 -year 10 - year 25 - year 50 - year 100 - year Drainage Area
% 1 11.7 25.2 33 38.6 51 62.4 69.7 EDA
B 2 2.3 4.9 6.4 75 10 12.2 137 EDA LEGEND.
% ’ 3 6.5 14 18.4 21.5 28.4 34.8 38.9 EDA @ BASIN NUMBER
% 4 4.1 8.9 11.6 13.6 18 22 24.6 EDA
E 5 3.5 7.5 9.8 115 15.1 18.6 20.7 EDA R ANAGE BOUNDARY
. 6 8.3 18 23.5 27.5 36.4 44.5 49.7 EDA
& 7 5.5 11.8 15.4 18.1 23.9 29.2 32.6 PBA TSI T TN fow A
w 8 2 4.3 5.7 6.6 8.8 10.7 12 PBA
: =) FLOW DIRECTION
o | 9 11.3 24.4 31.9 37.3 49.4 60.4 67.5 PBA
| 10 26.83 57.9 76 88.8 117.6 143.8 160.6 PBA EDA EAST DRAINAGE AREA
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